COILS

Rivestiti Galfan /

Galfan coated steel

Aluzinc/
Aluzinc steel

RIVESTITI: GALFAN

GALFAN COATED STEEL

Min Max
Gamma spessori / Range of thicknesses 0,4 mm 4 mm
Gamma larghezze / Range of widths 600 mm 1800 mm

Qualita e norme di riferimento / Quality and reference standards

DX51D+ZA S$220GD+ZA HX260LAD+ZA
DX52D+ZA S250GD+ZA HX300LAD+ZA
DX53D+ZA S280GD+ZA HX340LAD+ZA
DX54D+ZA S320GD+ZA HX380LAD+ZA
DX56D+ZA S350GD+ZA HX420LAD+ZA
DX57D+ZA S550GD+ZA HX460LAD+ZA

- - HX500LAD+ZA
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RIVESTITI: ALUZINC
ALUZINC STEEL

Min Max
Gamma spessori / Range of thicknesses 0,4 mm 4 mm
Gamma larghezze / Range of widths 600 mm 1800 mm

Quialita e norme di riferimento / Quality and reference standards

DX51D+AZ S220GD+AZ HX260LAD+AZ
DX52D+AZ S250GD+AZ HX300LAD+AZ
DX53D+AZ S280GD+AZ HX340LAD+AZ
DX54D+AZ S320GD+AZ HX380LAD+AZ
DX56D+AZ S350GD+AZ HX420LAD+AZ
DX57D+AZ S550GD+AZ HX460LAD+AZ

- - HX500LAD+AZ
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